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Claims 

1. Electric water heater with whirling device, which has a 
cylindrical body (1) formed by a higher cap (2) and a sprayer element (3), which 
comprises water outlet holes (5) uniformly spaced over the surface of said 

5 sprayer element (3), while whirling elements (6) are attached to ring bodies (7) 
incorporated to said water outlet holes (5), so that they can be partially 
projected out from the external surface of said sprayer element (3). 

2. Electric water heater with whirling device according to claim 
1, wherein the lower portion of the water outlet (5) comprises a plurality of rings 

10 (18), in the center of which a hole (23) is provided. 

3. Electric water heater with whirling device according to claim 
1 , wherein said sprayer element (3) can have a plurality of small-diameter holes 
(24) and be provided with at least one water outlet hole (5) located at the center 
of the surface of said sprayer element (3). 

15 4. Electric water heater with whirling device according to claim 

1, wherein the quantity of water outlet holes (5) may varies between 1 and 8. 

5. Electric water heater with whirling device according to claim 
1, wherein comprises a monobloc (10) located inside the enclosure (4), 
between said higher cap (2) and said sprayer element (3), horizontally 

20 accommodating the heating chamber (11), operation chamber (12), pressurizing 
pump and electrical devices for water heating. 

6. Electric water heater with whirling device according to claim 
5, wherein said monobloc (10) also comprises a locating pin (16) located in its 
lower portion, which is fitted in a central hole (17) located on the internal surface 

25 of said sprayer element (3). 

7. Electric water heater with whirling device according to claim 
1, wherein said sprayer element (3) is provided with an internal ring wall (13) 
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provided with a screw, which is attached to a lower ring wall (14) of said 
monobloc (10), hermetically closing the water outlet chamber (8). 

8. Electric water heater with whirling device according to claim 

7, wherein the attachment of said sprayer element (3) to said monobloc (10) is 
5 made by means of screws (9) located in the holes (19) adjacent to the water 

outlet holes (5). 

9. Electric water heater with whirling device according to claim 

8, wherein the attachment of the sprayer element (3) to said monobloc (10) is 
made by means of pressure fittings or any other equivalent means. 



